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1. Function 
   This board is used for sending pit signals to controller. 
2. Appearance and dimension ( Uint:mm ) 

 

 

Figure 1  Photo for SJT-DJX-V2 

Note: Relays and related plug, DIP switch, button are optional. 
 

 
Figure 2 Dimension of SJT-DJX-V2 
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3. Terminal definition & Specification 
Chart 1 Port definition and specification 

Labl
e 

Position Definition Usage 
Terminal Specification 

Type Capacity 

PW 

PW-1 24V Power In 

Power & CAN 
Communication 

-- -- 

PW-2 
24V Power 
Ground In 

-- -- 

PW-3 CAN Bus H -- -- 
PW-4 CAN Bus L -- -- 

J1 

J1-1 24V 24V Output -- 150mA 
J1-2 Inspection 

Input 
Opti-coupler DC24V 

8mA 

J1-3 Ins Up 
J1-4 Ins Down 
J1-5 Reset Input 
J1-6 Input COM -- 

J2* 

J2-1 Y0 spared output 

Output NO contact 
DC5A30V 
AC5A250V 

J2-2 Y1 spared output 
J2-3 Y2 spared output 
J2-4 Y0-Y3 output com 

J3* 

J3-1 
Y3 spared output 

A 
-- NC contact 

DC6A30V 
AC6A250V J3-2 

Y3 spared output 
B 

-- NO contact 

J3-3 Y3 output com -- -- 

J4 

J4-1 24V Power in 

Power & 485 
Communication 

-- -- 

J4-2 
24V Power 

Ground 
-- -- 

J4-3 DA+ -- -- 
J4-4 DA- -- -- 

SW*  DIP switch Spared --  
AN1

* 
 Button 1 Spared -- -- 

AN2
* 

 Button 2 Spared -- -- 

S1 CAN communication terminal resistor jump 

S2 RS485 communication terminal resistor jump 

* Optional. 


